
Cold Water Service - Replace from 1-1/4" horizontal
header with new components equal to or better than
existing. Route w/ 6" minimum clearance from
Sterilizer to designated connection location.

Floor Drain

BFP - Back Flow
Preventor - 175 psi

Shock Absorber
175 psi

Point of
Connection

Strainer 175 psi

Service Connection -
3/4" Female

1" Type K

HP Steam (70 psi +-)  - Replace from 2-1/2" 90
degree elbow with new components equal to or better
than existing. Route w/ 6" minimum clearance from
Sterilizer to designated connection location.

Point of Connection -
90 degree 2" elbow

Point of Connection -
90 degree 2" elbow

1" Schedule 40

Service Connection -
3/4" Female

Strainer 175 psi

Pressure Gauge

Floor Drain

Strainer

Strainer 175 psi

Strainer 175 psiCheck Valve 175 psi

Vent for Steam Relief  - Replace from 2-1/2" capped
to Service connection location above new sterilizer.
Route w/ 6" minimum clearance to adjacent objects.

Point of Connection -
Capped 2-1/2" Vent

Service Connection - 3/4" Female

Ceiling
 2-1/2" Vent
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1.   VERIFY ALL CONNECTIONS WITH

GETINGE DRAWING HS4125.

2.  INSTALL ALL CODE REQUIRED

ITEMS.

3.  ILLUSTRATIONS FOR GENERAL

INFORMATION ONLY.
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